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Calculation Summary
Label CalcType Units Avg Max Min Avg/Min Max/Min
Cleaning Bays Illuminance Fc 60.87 76 24 2.54 3.17
Elec Illuminance Fc 30.50 34 27 1.13 1.26
JC Illuminance Fc 38.00 42 36 1.06 1.17
Mgr Office Illuminance Fc 33.17 39 23 1.44 1.70
RR1 Illuminance Fc 39.63 44 35 1.13 1.26
RR2 Illuminance Fc 28.92 58 8 3.62 7.25
Site Illuminance Fc 5.95 14 2 2.98 7.00
Vacuum Eq Illuminance Fc 22.87 33 17 1.35 1.94
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Fixture 

Type

Description Dimming 

Interface

Product 

Registration ID

Lamps, CCT, Lumen, 

Optics, CRI

Input 

Voltage

Fixture 

Wattage

Mounting, Finishes, Remarks & 

Other Notes

DA Vanity light ELV CLI-00JCWDA
Asumed Integral LED, 

3000K, 1500Lm, 90CRI
UNI-VAC 20

Surface Mounted Above Vanity 

Mirror. Fixture TBD.

LA Vaportight 0-10v CLI-00JCWLA
Integral LED, 4000K, 

10000Lm, 85CRI
UNI-VAC 72

Mounting TBD. White finish. Suitable 

for Wet Locations.

LB Linear Fixture 0-10v CLI-00JCWLB
Integral LED, 4000K, 

6000Lm, 85CRI
UNI-VAC 48 Pendant Mounted @ 10'-0" AFF.

RA Downlight 0-10v CLI-00JCWRA
Integral LED, 4000K, 

900Lm, 70°, 80CRI
120-VAC 10

Recessed. 

Clear Reflector, Self Flanged.

WP-4 Wall Pack, Type 4 Distribution TBD CLI-00JCWWP4

Integral LED, 4000K, 

14979Lm, Type 4 

Distribution, 70CRI

UNI-VAC 110
Building Mounted @ 16'-0" AFG. 

Finish TBD.

CNTRL

 
 

Jax Car Wash - Rochester Hills, MI

 SUBSTITUTIONS ARE NOT ALLOWED AND VALUE ENGINEERING WILL  

NOT BE CONSIDERED WITHOUT EXPRESSED WRITTEN APPROVAL FROM 

THE ARCHITECT OR OWNER. NO EXCEPTIONS.

Controls Package - TBD

Luminaire Schedule (Issue: November 16th, 2022)

WIRING: 120V Leading Edge dimmers (old technology for mostly incandescent fixtures) aka Triac/120V dimming, and 120V Trailing Edge dimmers aka ELV dimming (utilizing 

standard 3 wire White/Black/Green) are not interchangeable with 0-10V dimming which has two additional low voltage wires (Grey/Violet) for analog control signal, using one 

volt increments from 0 to 10, thus dimming the LED fixtures down to 10% or even 1%. Each fixture much be ordered with the appropriate 120V or the 0-10V driver depending on 

which will dim it, they are NOT interchangeable. Do Not assume a fixture with 0-10V is "standard" and will thus dim correctly if only 120V dimming is available. 

VOLTAGE: Voltage to be verified. See Volt column: DV means Dual-Volt - fixtures come compatible for either 120 or 277V. MV means Multi-Volt - fixtures come compatible for 

either 120/208/240/277/347 volts. TBD means the fixture comes in 120 or 277 but not both and thus the voltage for these fixtures must be verified prior to ordering.

DIMMING: The method of dimming each fixture type (generally either Non-Dim, ELV/MLV, 0-10v or DALI/Ecosystem) may not have been known at the time the of preliminary specifications 

submission. Some luminaires may be available with different dimming than is indicated - see the catalog cuts. When requesting a quotation, and ordering, the purchaser must verify the dimming 

method desired (to match the wiring and type of dimming that will get installed) of each type and request the quotation accordingly. Once product is on site, the dimming installed will have to 

be compatible with the luminaires. Note: the default dimming specifications are: For CA, US - all 0-10V wherever possible if using central Control System - same. Otherwise, any luminaire that is 

not 0-10V or combo ELV/120V, is specified as ELV because it cannot be assumed that LV wiring will be run. 

Contact Farren Halcovich with Commercial Lighting Industries, 800-755-0155, Farren@Commercial-Lighting.net for pricing

PHOTOMETRIC COMPLIANCE: A complete Photometric drawing for this project as currently drawn and specified, has been submitted to approving authorities a applicable. Any 

substitutions or changes nullify the report and compliance and are strictly forbid without writtent approval from the owner, architect or lighting designer - NO SUBSTITUTIONS 

ARE ALLOWED. 

LTG SPEC VERIFICATION: Purchaser assumes responsibility for, and must verify with CLI the following prior to purchasing: Voltage, specific mounting details (including recessed 

downlight hanger bars if non-standard from the Mfg) , NYC or Chicago codes,  IC Rating, wind/gust pole factors, integral luminaire wiring gauge, custom reflector reflectances, 

Kelvin temperature, distribution, emergency use and dimming method. The above catalog #s may not be completely solidified at time of drawing issuance for construction.

Notes, Exceptions, Clarifications

ENERGY COMPLIANCE: The purchasing party is responsible for solidifying the lighting package in compliance with the State Energy Code, both with respect to Lighting Power 

Density (LPD) and the use of mandated controls (dimmers, photocells, occupancy sensors, etc.). Consult with Istvan Derzsi, Sr. Lighting Designer of Commercial Lighting Industries 

323-905-2220 to ensure compliance prior to ordering. 

CONTROLS: The control system being implemented has been designed per meetings with the owner and architect, determining the complete requirements of the control system, 

and engineered to the exact specifications of the luminaires in this schedule, and in compliance with the State Energy Code. Any changes to the above would affect the Controls 

engineering and thus would require re-submission to all parties: Owner, Architect, Lighting Designer, Controls Manufacturer and the State Energy Compliance Department.

Note: If Lighting is owner supplied, the subcontractor on site is responsible for receiving the material, notifying of any damages within 72 hours and signing for missing items as 

Incomplete if they did not arrive.

PURCHASING: All Lighting  is supplied by ___. Consult with the above listed Mfgs for pricing at pre-established customer pricing. The complete package is approved and available 

at established discounted pricing from Commercial Lighting Industries, 81161 Indio Blvd, Indio, CA 92201, 800-755-0155. Contact ___ ___ , ___@Commercial-Lighting.net, for 

purchase order placement, and coordinating delivery of the package. 

ARCHITECTURAL FIXTURE TYPES



Based on 4000K, 85+ CRI. Actual wattage may vary +/- 5%

WWW.ORACLELIGHTI89 Oracle by Elite Lighting

OW1IP
LED

LED
 W

et Location Vapor Tight 4’ VAPOR TIGH

*
Maximum

External Top V
17-1/2”
Opt. Back 

14-3/4” Stud

25-7/8”

7"

6-5/8"

3-3/16"
5-3/1

2-1/8"

1-1/2"

or 1.125" DIA (1

7"

6-5/8"

3-3/16"

2

1.125"

P H O T O M E T R Y  D A T A

Zonal Lumens Summary
Zone Lumens %Lamp %Fixt
0-300

0-400

0-600

0-900

0-1800

1057.98 N.A. 26.60
1714.69 N.A. 43.00
2954.51 N.A. 74.10
3831.43 N.A. 96.20
3984.66 N.A. 100.00

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance RW - Wall Reflectance

RO
OM

 C
AV

IT
Y 

RA
TI

O

0 118 118 118 118 115 115 115 115 109 109 109 104 104 104 99 99 99 96
1 107 102 98 94 104 100 95 92 95 91 88 90 87 85 86 84 82 79
2 97 89 82 76 94 87 80 75 82 77 72 79 74 70 75 71 68 66
3 89 78 70 63 86 76 69 62 73 66 61 69 64 59 66 62 58 55
4 81 69 60 54 79 68 59 53 65 57 52 62 56 51 59 54 50 47
5 75 62 53 46 72 61 52 46 58 51 45 56 49 44 53 48 43 41
6 69 56 47 40 67 55 46 40 52 45 39 50 44 39 48 43 38 36
7 64 51 42 36 62 50 41 35 48 40 35 46 39 34 44 38 34 32
8 60 46 38 32 58 45 37 32 44 36 31 42 36 31 41 35 30 28
9 56 42 34 29 54 42 34 28 40 33 28 39 32 28 38 32 27 26
10 52 39 31 26 51 38 31 26 37 30 26 36 30 25 35 29 25 23

80%
70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

70% 50% 30% 10% 0%RC
RW

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 20% = PF

0
5
15
25
35
45
55
65
75
85
90

1383.224
1380.195
1328.715
1224.297
1063.107

849.393
609.138
385.452
203.787

61.974
23.643

1383.224
1382.526
1312.506
1192.338
1036.035

841.131
630.018
440.874
285.021
128.727

79.470

1383.224
1382.040
1301.931
1192.698
1044.387

859.176
670.590
497.916
317.304
139.464

89.379

0 45 90
Candela Tabulation

80°

70°

60°

50°

40°

30°

10°0°
20°

90°

346

692

1037

1383 

4-OW1IP-LED-4000L
WATTAGE: 36.4 LUMENS: 3985 TOTAL LUMINAIRE EFFICACY: 109

Angle In 
Degrees 

450

550

650

750

850

Average 
00

6459 6396 6533
5710 5906 6286
4904 5609 6335
4234 5921 6592
3823 7942 8604

Average 
450

Average 
900

Luminance Data (cd/sq.m)

EFFICACY: 109 LM/W

0-180 : 1.24
90-270 : 1.22
Diagonal : 1.34

Spacing Criteria

Z
Z
0
0
0
0-9
0-1

Candle Power Distribution (Candelas)

R

RO
OM

 C
AV

IT
Y 

RA
TI

O

0
1
2
3
4
5
6
7
8
9
1

R
R

C
E

80°

70°

60°

50°

40°

30°

10°0°
20°

90°

165

330

495

659 

4-OW1IP-LED-2000L-DIM10-120-40K
WATTAGE: 18.2

EFFICACY: 112 LM/W

0-180 : 1.20
90-270 : 1.28
Diagonal : 1.34

Spacing Criteria

P H O T O M E T R Y  D A T A

Zonal Lumens Summary
Zone Lumens %Lamp %Fixt
0-300

0-400

0-600

0-900

0-1800

1057.98 N.A. 26.60
1714.69 N.A. 43.00
2954.51 N.A. 74.10
3831.43 N.A. 96.20
3984.66 N.A. 100.00

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance RW - Wall Reflectance

RO
OM

 C
AV

IT
Y 

RA
TI

O

0 118 118 118 118 115 115 115 115 109 109 109 104 104 104 99 99 99 96
1 107 102 98 94 104 100 95 92 95 91 88 90 87 85 86 84 82 79
2 97 89 82 76 94 87 80 75 82 77 72 79 74 70 75 71 68 66
3 89 78 70 63 86 76 69 62 73 66 61 69 64 59 66 62 58 55
4 81 69 60 54 79 68 59 53 65 57 52 62 56 51 59 54 50 47
5 75 62 53 46 72 61 52 46 58 51 45 56 49 44 53 48 43 41
6 69 56 47 40 67 55 46 40 52 45 39 50 44 39 48 43 38 36
7 64 51 42 36 62 50 41 35 48 40 35 46 39 34 44 38 34 32
8 60 46 38 32 58 45 37 32 44 36 31 42 36 31 41 35 30 28
9 56 42 34 29 54 42 34 28 40 33 28 39 32 28 38 32 27 26
10 52 39 31 26 51 38 31 26 37 30 26 36 30 25 35 29 25 23

80%
70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

70% 50% 30% 10% 0%RC
RW

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 20% = PF

0
5
15
25
35
45
55
65
75
85
90

1383.224
1380.195
1328.715
1224.297
1063.107

849.393
609.138
385.452
203.787

61.974
23.643

1383.224
1382.526
1312.506
1192.338
1036.035

841.131
630.018
440.874
285.021
128.727

79.470

1383.224
1382.040
1301.931
1192.698
1044.387

859.176
670.590
497.916
317.304
139.464

89.379

0 45 90
Candela Tabulation

80°

70°

60°

50°

40°

30°

10°0°
20°

90°

346

692

1037

1383 

4-OW1IP-LED-4000L
WATTAGE: 36.4 LUMENS: 3985 TOTAL LUMINAIRE EFFICACY: 109

Angle In 
Degrees 

450

550

650

750

850

Average 
00

6459 6396 6533
5710 5906 6286
4904 5609 6335
4234 5921 6592
3823 7942 8604

Average 
450

Average 
900

Luminance Data (cd/sq.m)

EFFICACY: 109 LM/W

0-180 : 1.24
90-270 : 1.22
Diagonal : 1.34

Spacing Criteria

Zonal Lumens Summary
Zone Lumens %Lamp %Fixt
0-300

0-400

0-600

512.78 N.A. 25.10
835.65 N.A. 40.90
1460.26 N.A. 71.40

Candle Power Distribution (Candelas)

0
5
15

659.389
653.213
620.406

659.389
655.415
628.967

659.389
658.686
640.059

0 45 90
Candela Tabulation

80°

90°

165

4-OW1IP-LED-2000L-DIM10-120-40K
WATTAGE: 18.2 LUMENS: 2045 TOTAL LUMINAIRE EFFICACY: 112

Angle In 
Degrees 

450

550

Average 
00

2844 3144 3422
2520 2979 3423

Average 
450

Average 
900

Luminance Data (cd/sq.m)

WWW.ORACLELIGHTING.COM TEL: (323) 888-1973 FAX: (323) 888-197789 Oracle by Elite Lighting

OW1IP
LED

LED
 W

et Location Vapor Tight

2’

Zonal 
Zone 
0-300

0-400

0-600

0-900

0-1800

Candle Power Distribution (Candelas)

80°

70°

60°

50°

40°

30°

10°0°
20°

90°

267

534

800

1067

2-OW1IP-LED-3000L
WATTAGE: 27.3W

EFFICACY: 117 LM/W RO
OM

 C
AV

IT
Y 

RA
TI

O

R
R

C
E

0-180 : 1.26
90-270 : 1.28
Diagonal : 1.38

Spacing Criteria

*Warranty is contingent on the correct application and installation of fixture.
Maximum ambient temperature for the 2000L to 4000L models is 45C; 5000L to 6000L is 40C

LUMENS

COLOR QUALITY

CRI

CCT 

LENGTH

MOUNTING

EMERGENCY

AMBIENT 
TEMPERATURE

DIMMING & 
CONTROL

LIFETIME

PHOTOMETRIC TESTS

4000, 6000, 8000, 10000, 14000, 18000, 20000, 24000

10W - Up to 1000L output

Operating Temperature: -20°C to 55°C

0-10V Flicker Free 1% Dimming Standard (DIM10)

30K, 35K, 40K, 50K

3 Step MacAdam Ellipse

8’ 

Suspended or Surface

85+

L70 at 50,000 Hours

In Accordance with IES LM79-08, LM80 and TM-30, 
TM-21

NOMINAL LUMENS DELIVERED LUMENS WATTAGE

8000 8299 65W

6000 6186 46W

4000 3921 27W

NG.COM TEL: (323) 888-1973 FAX: (323) 888-1977

T

Warranty is contingent on the correct application and installation of fixture.
 ambient temperature for the 2000L to 4000L models is 45C; 5000L to 6000L is 40C

7"

6-5/8"

3-3/16"

5-3/16"

2-1/8"

1-1/2"

Hole each end .88" DIA (7/8") or
1.125" DIA (1-1/8")

1/4 - 28 Brass Studs

25-7/8"

3-3/16"

Note:  Brass Studs on Inside of Unit are 10-32

ew

ub Loc.

6-5/8”

/8")

External Top View
89-1/2”
Opt. Back Hub Loc.

86-3/4” Stud

98”

6-5/8”

5-1/8”
Stud

5-3/16"

/8"

/2"

IA (1-1/8")
1/4-28 Brass Studs

98”

3-3/16”

0

00

1948.99 N.A. 95.30
2044.75 N.A. 100.00

 - Ceiling Cavity Reflectance RW - Wall Reflectance

118 118 118 118 115 115 115 115 108 108 108 103 103 103 98 98 98 95
106 101 97 92 103 98 94 90 93 90 87 89 86 83 84 82 80 77
96 88 81 74 93 85 79 73 81 76 71 77 72 68 73 70 66 64
88 77 68 62 85 75 67 61 71 65 59 68 62 57 65 60 56 53
80 68 59 52 78 66 58 51 63 56 50 60 54 49 58 52 48 45
74 61 52 45 71 59 51 44 57 49 43 54 48 42 52 46 42 39
68 55 46 39 66 53 45 39 51 44 38 49 42 37 47 41 37 34
63 50 41 34 61 48 40 34 46 39 34 45 38 33 43 37 32 30
59 45 37 31 57 44 36 30 43 35 30 41 34 29 39 33 29 27
55 41 33 28 53 41 33 27 39 32 27 38 31 27 36 31 26 24
52 38 30 25 50 38 30 25 36 29 24 35 29 24 34 28 24 22

80%
70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

70% 50% 30% 10% 0%C
W

oefficients of Utilization - Zonal Cavity Method
fective Floor Cavity Reflectance 20% = PF

45
55
65
75
85
90

374.048
268.856
172.695

90.176
27.335

8.874

413.424
317.811
229.950
149.831

78.709
53.105

450.060
365.148
282.663
190.835
102.947

71.549

750

850
1873 3113 3965
1686 4856 6351

WWW.ORACLELIGHTING.COM TEL: (323) 888-1973 FAX: (323) 888-197789 Oracle by Elite Lighting

LED
 W

et Location Vapor Tight 4’ VAPOR TIGHT

*Warranty is contingent on the correct application and installation of fixture.
Maximum ambient temperature for the 2000L to 4000L models is 45C; 5000L to 6000L is 40C

7"

6-5/8"

3-3/16"

5-3/16"

2-1/8"

1-1/2"

Hole each end .88" DIA (7/8") or
1.125" DIA (1-1/8")

1/4 - 28 Brass Studs

25-7/8"

3-3/16"

Note:  Brass Studs on Inside of Unit are 10-32

External Top View
17-1/2”
Opt. Back Hub Loc.

14-3/4” Stud

25-7/8”

6-5/8”

External Top View
41-1/2”
Opt. Back Hub Loc.

38-3/4” Stud

50”

6-5/8”

36”

Note:  Brass Studs on Inside of Unit are 10-32

Mounting Bracket

External Top View
89-1/2”
Opt. Back Hub Loc.

86-3/4” Stud

98”

6-5/8”

5-1/8”
Stud

7"

6-5/8"

3-3/16"
5-3/16"

2-1/8"

1-1/2"

Hole each end .88" DIA (7/8") or
1.125" DIA (1-1/8")

1/4-28 Brass Studs

98”

3-3/16”

1/4 - 28 Brass Studs

25-7/8"

"

Note:  Brass Studs on Inside of Unit are 10-32

RC - Ceiling Cavity Reflectance RW - Wall Reflectance
RO

OM
 C

AV
IT

Y 
RA

TI
O

0 118 118 118 118 115 115 115 115 108 108 108 103 103 103 98 98 98 95
1 106 101 97 92 103 98 94 90 93 90 87 89 86 83 84 82 80 77
2 96 88 81 74 93 85 79 73 81 76 71 77 72 68 73 70 66 64
3 88 77 68 62 85 75 67 61 71 65 59 68 62 57 65 60 56 53
4 80 68 59 52 78 66 58 51 63 56 50 60 54 49 58 52 48 45
5 74 61 52 45 71 59 51 44 57 49 43 54 48 42 52 46 42 39
6 68 55 46 39 66 53 45 39 51 44 38 49 42 37 47 41 37 34
7 63 50 41 34 61 48 40 34 46 39 34 45 38 33 43 37 32 30
8 59 45 37 31 57 44 36 30 43 35 30 41 34 29 39 33 29 27
9 55 41 33 28 53 41 33 27 39 32 27 38 31 27 36 31 26 24
10 52 38 30 25 50 38 30 25 36 29 24 35 29 24 34 28 24 22

80%
70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

70% 50% 30% 10% 0%RC
RW

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 20% = PF10°0°

20°

EFFICACY: 112 LM/W

0-180 : 1.20
90-270 : 1.28
Diagonal : 1.34

Spacing Criteria

VAPOR TIGHT

P H O T O M E T R Y D A T A

Lumens Summary
Lumens %Lamp %Fixt
821.78 N.A. 25.70
1347.94 N.A. 42.20
2370.61 N.A. 74.10
3076.5 N.A. 96.20
3197.7 N.A. 100.00

Angle In 
Degrees 
450

550

650

750

850

Average 
00

5105 5402 5137
4796 4800 5566
4646 5171 5529
4408 4842 4132
3698 4489 3629

Average 
450

Average 
900

Luminance Data (cd/sq.m)

0
5
15
25
35
45
55
65
75
85
90

1067.032
1064.550
1030.400

950.750
827.340
671.360
511.590
365.150
212.180

59.940
27.010

1067.032
1060.980
1018.520

933.260
851.860
710.390
512.000
406.400
233.060

72.770
42.670

1067.032
1060.570
1011.030

943.220
847.740
675.580
593.780
434.580
198.910

58.820
35.870

0 45 90
Candela Tabulation

LUMENS: 3198 TOTAL LUMINAIRE EFFICACY: 117

C - Ceiling Cavity Reflectance RW - Wall Reflectance

118 118 118 118 115 115 115 115 109 109 109 104 104 104 99 99 99 96
107 102 98 94 104 100 96 92 95 92 89 90 88 85 86 84 82 80
97 89 82 76 94 87 80 75 83 77 73 79 74 70 75 72 68 66
89 78 70 63 86 76 68 62 73 66 61 69 64 59 66 62 58 55
81 69 60 53 79 67 59 53 64 57 52 62 55 50 59 54 49 47
75 62 52 46 72 60 52 45 58 50 45 55 49 44 53 47 43 41
69 55 46 40 67 54 46 40 52 45 39 50 43 38 48 42 38 35
64 50 41 35 62 49 41 35 47 40 34 46 39 34 44 38 33 31
59 46 37 31 58 45 37 31 43 36 31 42 35 30 40 34 30 28
55 42 34 28 54 41 33 28 40 33 28 38 32 27 37 31 27 25

0 52 39 31 26 50 38 30 25 37 30 25 36 29 25 34 29 24 23

80%
70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

70% 50% 30% 10% 0%C
W

oefficients of Utilization - Zonal Cavity Method
fective Floor Cavity Reflectance 20% = PF

7"

6-5/8"

3-3/16"

5-3/16"

2-1/8"

1-1/2"

1.125" DIA (1-1/8")

18000 18050 120W

14000 14010 98W

6-5/8"

7"

3-3/16"
1-1/2"

5-3/16"

2-1/8"

Hole each end .88" DIA (7/8") or
1.125" DIA (1-1/8")

1/4-28 Brass Studs

98”

3-3/16”

External Top View
89-1/2” Opt. Back

 Hub Loc.

98”

6-5/8”

86-3/4” Stud
5-1/8” Stud

10000 10010 78W

FEATURES
Th  OW1I iThe s an IP67 enclosed-and-gasketed linear vapor tight 
su
D

itable for high-temperature, high-impact, wet environments. 
urable, snap-in construction with easy-to-access, upgradeable 

wiring compartment and a lightweight design permits easy 
installation. Designed for surface or suspended mounting. DLC 
Premium-qualified. Typical applications include food processing, 
cold storage, parking garages, car washes, covered canopies, 
pedestrian tunnels, and where harsh conditions are present. 

24000 22352 166W

20000 20230 140W

Jax Car Wash - Rochester Hills, MI

CLI-00JCWLA LA
Job Name:

Catalog #:

Type:



Example: 8-OW1IP-LED-4000L-DIM10-MVOLT-30K-85

FIXTURE SIZE
8 - 8'

SERIES
OW1IP  - 

LED Vapor 
Tight 

VOLTAGE
MVOLT

347*
480

 

CCT
30K
35K
40K
50K

TYPE
LED

LEDOW1IP8

LUMENS

4000L
6000L
8000L

-  4000 lumens
-  6000 lumens
-  8000 lumens
- 14000 lumens
- 18000 lumens
- 20000 lumens
- 24000 lumens

DIMMING
DIM10 - 0-10V Dimming

and protected against jets of water from a nozzle of 6.3mm. 
• IP65 and IP67 rated when ceiling, surface, and pendant mounted. IP65/67
ratings do not apply when wall mounted.

Mounting 
• Suitable for suspension by chain, cable, pendant and surface mounting.
• Shipped standard with two stainless steel mounting brackets for surface,
stem, suspended chain, aircraft cable, and other mounting options.
• Cable, chain, and related hardware for suspended mounting must be
ordered as accessories.

PERFORMANCE 
The OW1IP-LED powered lighting technologies offer a higher return on 
investment than any other lighting technology. The light engines found in 
the OW1IP-LED are rated at 85+ CRI and available in multiple CCTs: 3000K, 
3500K, 4000K and 5000K. All LEDs and LED fixtures are rated and tested 
to LM-79 and LM-80 standards. The LEDs are also binned to a s to achieve 
consistent color from fixture to fixture. 

THERMAL MANAGEMENT 
Our advanced thermal management system allows the light output of the 
LED engines to be maintained at 70% of initial lumens at 50,000 hours of 
operation. 

DIMMING & DRIVER INFORMATION 
DIM10 - Flicker Free 1% or 5% Dimming Standard (DIM10) 0-10V dimming on 
either MVOLT 120, 277, 347, or 480V. 

ELECTRICAL 
Powered by constant-current power LED drivers rated for 50 to 60Hz at 120-
277V input, produce less than 20% THD, and have a power factor of .90 to 
1.00. Optional 347V and 480V. 

OPTIONS 
Fixtures can be shipped pre-installed with daylight harvesting controls and 
occupancy sensors. Consult factory for details. Optional emergency battery 
back-up comes pre-installed on fixture and emergency push button is 
installed on fixture. Generator transfer device available. 

WARRANTY 
Five-year limited warranty on parts and components (labor not included). 

LISTINGS 
cULus 
NSF International - Splash Zone 2 
IP65 per IEC 60529 standard 
IP67 per IEC 60529 standard 
DLC Premium 

EMERGENCY
O-EMG-LED-10W

CRI
85 

SUSPENDED MOUNTING
GSS

VH
CH

YTAC

- Gripple Suspension System
- V Hook
- IHeavy-duty Chain
- 10’ Y-Toggle Aircraft Cable

*Consult 
factory for 
details

14000L
18000L

OTHER OPTIONS

CONSTRUCTION 
Housing 
• Fiberglass reinforced polyester (FRP) body is self-extinguishing (ASTM
D635-74). FRP is lightweight but extremely durable and combats harsh
temperatures, mildew, chemical-corrosion, and high-impact environments.
• Housings built with one watertight conduit entry point at either end.
• NSF-listed components and enclosure.

Enclosed-and-Gasketed 
• One-piece, continuous poured-in-place gasket and flanged door provide
watertight seal.
• Molded latch pockets are compatible with standard and tamper-proof
latches in stainless steel and polycarbonate.
• Standard white polycarbonate cam latches seal enclosure.
• Optional stainless-steel latches, stainless steel tamper-proof latches, and
polycarbonate tamper-proof latches.

Diffuser and Reflector 
• Injection-molded acrylic diffuser.
• Reflectors painted with 93% reflective white coat. Specular reflector can be
ordered as an option.
Thermal Management: LED board is attached to aluminum reflector, 
keeping engines cool and increasing LED life.

MAINTENANCE 
LED engines and driver can be accessed from the bottom by removing 
diffuser and detaching LED tray. LED engines are removable and upgradable 
even after fixture installation. Spacers are located between driver and LED 
board. Rated for direct water contact per standards IP65/IP67, ensuring 
fixture can be safely washed, wiped and hosed down. 

OPTICS 
Injection-molded acrylic lens protects against impact, prevents
yellowing, and minimizes glare. A contoured molded linear-ribbed 
lens diffuses the light for bright, smooth illumination. Internal crepe lens 
allows for an easy-to-maintain smooth surface. 

Applications 
Food processing, cold storage, parking garages, car washes, covered 
canopies, pedestrian tunnels. 

• NSF International - Splash Zone 2: Wet or damp process areas; High-
pressure purging and/or decontamination used in the process; Areas using
high-pressure hose washdown.
• IP67 per IEC 60529 standard: Totally protected against dust/sand impact
and complete immersion of up to 1 meter in water.
• IP65 per IEC 60529 standard: Totally protected against dust/sand impact

OW1IPFL
OW1IPSR

INMS
MSPH
WLMS

SSL
SSLTP
PCLTP

USAUSA

- Injection-molded acrylic Lens (Standard)
-  Specular Reflector
-  Internal Motion Sensor with Photo Sensor(FSP-211)
-  Motion Sensor with Photocell
-  Wet Location Motion Sensor
-  Stainless Steel Latches
-  Stainless Steel Latches w/ Tamper Proof Screws
-  Poly. Latches w/ Tamper Proof Screws
-  Made in America Compliance
-  0-10V continuous dimming PIR photo/

motion sensor with bluetooth control option.
FSP-311-B-D

20000L
24000L

DISTRIBUTION
Blank
ND

- General
-  Narrow Distribution

MD-  Medium Distribution
WD-  Wide Batwing Distribution
AD- Aisle Distribution



OW1IP
LED

LED
 W

et Location Vapor Tight

7"

6-5/8"

3-3/16"

5-3/16"

2-1/8"

1-1/2"

Hole each end .88" DIA (7/8") or
1.125" DIA (1-1/8")

1/4 - 28 Brass Studs

25-7/8"

3-3/16"

Note:  Brass Studs on Inside of Unit are 10-32

External Top View
17-1/2”
Opt. Back Hub Loc.

14-3/4” Stud

25-7/8”

6-5/8”

External Top View

7"

6-5/8"

3-3/16"
5-3/16"

2-1/8"

1-1/2"

1.125" DIA (1-1/8")
1/4-28 Brass Studs

98”

3-3/16”

FIELD-OF-VIEW

9.1m (30 ft)

9.1m
(30 ft)

9.1m
(30 ft)

9.1m (30 ft)

9.1m (30 ft)

12.2m (40 ft)

6.1m (20 ft)

6.1m
(20 ft)

6.1m
(20 ft )

6.1m (20 ft)

6.1m (20 ft)

3m (10 ft)

3m (10 ft)

3m
(10 ft)

3m
(10 ft)

0

0

0

High-Bay
360° 

Top View

Side View

Hot (Black)

Red

Black

White

WhiteSensor Load

Black

Neutral (White)

Line
120-277-347 VAC

50/60Hz

Wiring Diagram

MSPH provides the most labor savings available with quick snap, 21” wire leads, and no 
power required to configure.

Passive Infrared Technology is used to sense occupancy by comparing the infrared energy 
from an object in motion and the background space. PIR sensors minimize false ON from 
background environmental conditions such as air movement to provide reliable detection of 
line-of-sight motion.

Sensor Lens Coverage and Detection Patterns
When Mounted at 8ft with Low Mount Lens

Wet Location Motion Sensor (IP65)
The HB3x0W occupancy sensor is designed to mount to a light fixture and control one load in the fixture. The sensor can be
wired to control all ballasts in the fixture, or to control half of the ballasts to provide high/low lighting control. When motion is
detected within the sensor’s coverage area, the relay in the sensor closes, and lighting loads turn on automatically.
When motion is no longer detected for the duration of the time delay setting, the relay opens and the lighting load is turned 
off. The sensitivity and time delay settings are factory preset at 100% and 15 minutes, respectively, which are suitable for 
most high bay applications. However, the values can be easily adjusted for specific applications using the DIP switches on 
the unit. Refer to the Installation Instructions for changing factory preset values, and for important start up instructions.
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MSPH provides the most labor savings available with quick snap, 21” wire leads, and no 
power required to configure.

Passive Infrared Technology is used to sense occupancy by comparing the infrared energy 
from an object in motion and the background space. PIR sensors minimize false ON from 
background environmental conditions such as air movement to provide reliable detection of 
line-of-sight motion.

Passive Infrared Motion Sensor with Photocell

Wet Location Motion Sensor (IP65)
The HB3x0W occupancy sensor is designed to mount to a light fixture and control one load in the fixture. The sensor can be
wired to control all ballasts in the fixture, or to control half of the ballasts to provide high/low lighting control. When motion is
detected within the sensor’s coverage area, the relay in the sensor closes, and lighting loads turn on automatically.
When motion is no longer detected for the duration of the time delay setting, the relay opens and the lighting load is turned 
off. The sensitivity and time delay settings are factory preset at 100% and 15 minutes, respectively, which are suitable for 
most high bay applications. However, the values can be easily adjusted for specific applications using the DIP switches on 
the unit. Refer to the Installation Instructions for changing factory preset values, and for important start up instructions.



LUMENS

COLOR QUALITY

CRI

CCT 

LENGTH

MOUNTING

EMERGENCY

DIMMING & 
CONTROL

LIFETIME

PHOTOMETRIC TESTS

6000, 8000, 14000, 20000

10W - Up to 1000L output

0-10V Flicker Free 1% Dimming Standard (DIM10), LUTH, 
LUT2W, DIMST, ELDO10.1, ELDODMX.1, DALI.1

30K, 35K, 40K, 50K

3 Step MacAdam Ellipse

2', 4', 8’

Suspended or Surface

85+ (standard), 90+

L70 at 167,000 Hours

In Accordance with IES LM79-08, LM80 and TM-30, 
TM-21

FEATURES
The Architectural LED Linear combines a slim profile with clean 
lines, making it an ideal choice for library stacks or narrow 
aisles. The flexibility of the luminaire allows for continuous, 
uniform and glare-free illumination. Available in single pendant or 
continuous mounting for a seamless connection from luminaire to 
luminaire, with adjustable mounting heights. This distinct luminaire 
is a perfect solution for educational, healthcare, office, commercial 
and retail spaces.

NOMINAL LUMENS DELIVERED LUMENS WATTAGE

20000 18986 152 W

14000 14351 114 W

8000 9280 74 W

6000 5965 48 W

Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

4.49

96.01

3.74

OPERATING
TEMPERATURE -20⁰ C to 50⁰C ambient temperature

Jax Car Wash - Rochester Hills, MI

CLI-00JCWLB LB
Job Name:

Catalog #:

Type:



OPTICS & PERFORMANCE
The optical system delivers high efficiency LED light that passes through a 
high quality, frosted acrylic lens for optimal performance, creating a glare-
free and even distribution. 

CONSTRUCTION
Body is constructed of heavy-duty 20-gauge cold rolled steel, painted 
with a high-gloss baked white enamel finish, with a frosted extruded 
lens that delivers highly efficient illumination. 

CRM INSTALLATION
For continuous row mounting, the first luminaire in the row will always be 
the power supply feed. After plugging in the male and female harnesses, 
which are supplied with each luminaire, they will easily slide together, then 
secured with two screws from opposite directions in the connecting 
brackets.

DRIVER ELECTRICAL INFORMATION
Powered by high-quality constant-current power LED drivers which 
are rated for 50 to 60Hz at 120-277V input, produce less than 20% THD, 
and have a power factor of .90 to 1.00. Male and female 18-gauge 6 wire 
plug connectors are included with every luminaire to allow for simple 
hassle-free continuous wiring. Each luminaire must be installed male to 
female.

OPTIONS
Luminaires can be shipped pre-installed with daylight harvesting 
controls, occupancy sensors, and/or power packs for individual or 
room control solutions. 

Example: 8-OC1-LED-6000L-DIM10-MVOLT-40K-85

FIXTURE SIZE
8 - 8’

SERIES
OC1  - LED 

General 
Linear 

TYPE
LED

LEDOC18

LUMENS
6000L
8000L

14000L
20000L

- 5965 lumens
- 9280 lumens
- 14351 lumens
- 18986 lumens

DIMMING
DIM10

*DIMST
*LUTH

*LUT2W
ELDO10.1

ELDODALI.1
ELDODMX.1

- 0-10V Dimming
- Step Dimming
- Lutron Hilume
- Lutron 2Wire
- EldoLED 0-10V
- EldoLED DALI
- EldoLED DMX

LUT2W are available in 120V only       LUT2W up to 4000L
LUTH, ELDO10.1, ELDODALI.1, and ELDODMX.1 are available in 120V and 277V  
-Reference last page for Control Options

EMERGENCY
O-EMG-LED-10W

CCT
30K
35K
40K
50K 

CRI
85
90 

MOUNTING
CRM - Continuous 

Row Mounting

CONTROLS

SIDE MOUNT

INTEGRATEDED
OSM3D-V1W

OSM3D-DDW-20
OSM3D-DDW-50

FS-205

FD-301
FS-PPV2

- Line Voltage Microwave Sensor 
- HF Microwave Sensor 0-10 20% Dim
- HF Microwave Sensor 0-10 50% Dim
- Low Voltage Pir Fixture Integrateded 
Occupancy Sensor
- Low VolatgeDaylight Dimming Photosensor
- Fixture Sensor Power Pack

WIRING OPTIONS
FBF
SBF
RIS

- Internal Fast Blow Fuse
- Internal Slow Blow Fuse
-  Radio Interference Suppressor

VOLTAGE
MVOLT

120
277
347* 
*Consult 
factory for 
details

*FD-301 & FS-205  require FS-PPV2- Power Pack

DIMMING & DRIVER INFORMATION
DIM10 - Flicker Free 1% Dimming Standard (DIM10) 0-10V dimming on either 
MVOLT 120, 277 or 347V. 
LUT2W - Lutron LTEA2W Hi-Lume 1%. 2-wire LED driver (120V forward phase 
only).
LUTH - Lutron LDE1 Hi-Lume 1% EcoSystem LED driver with Soft-on, Fade-to-
Black dimming technology.
ELDO10.1 - EldoLED SoloDrive 0-10V. Dimming down to 0.1%.
DALI - DALI DT6, DT8 dimming down to 1%. 
ELDODMX - EldoLED PowerDrive dimming down to 0.1%. 
Please see EldoLED website for wiring diagrams and a list of compatible 
DMX and DALI control systems.  
DIMST - Step Dimming

WARRANTY
Five-year warranty for parts and components. (Labor not included)

LISTINGS
c-UL-us - Listed for Feed Through Wiring.
Listed for DLC, California Title 24 compliant.
c-UL us Listed for Damp location
Product not allowed to be in direct contact with water , sprinkler or rain

OTHER OPTIONS
OCGSS

OCVH
WG

USA

- Cable Gripper Suspension Kit
- V Hook
- WireGuard
-  Made in America Compliance

SO5 - Power cord with 5 conductors for 
0-10v dimming fixtures 

SO6 - Power cord with 6 conductions for 
0-10V dimming and with emergency

OSFHU-LTW
HB011-PDX

-  ON/OFF Line Voltage
-  Occupancy Sensor with 0-10V Dimming
- 0-10V continuous dimming PIR photo/motion 

sensor with bluetooth control option.
FSP-311-B-D




