
Auburn Road

general landscape notes:

quant.

remove all non-biodegradable
materials from the rootball. cut
down wire basket and fold down
all burlap from top 1/3 of rootball.

mulch 4" depth with shredded hardwood
bark. mulch shall be neutral in color. leave
3" circle of bare soil at base of tree trunk.

use 3 hardwood stakes per tree. 2" x 2" x 8'
stakes. drive stakes into undisturbed soil
6"-8" outside of rootball to a depth of 18"
below tree pit. remove after one (1) year.
do not use wire or rope thru a hose.

stake trees - using 2 - 3" wide belt-like
nylon. connect from tree to stake opposite.
allow for some flexing of the tree. remove
after one (1) year.

scarify subgrade and planting pit
sides to 4" depth.

mound to form tree saucer.

planting mixture. amend soil per
site conditions and requirements
of plants.

scarify subgrade and planting pit
sides to 4" depth.

planting mixture. amend soil per site
conditions and requirements of plants.

remove all non-biodegradable materials
from the rootball. cut down wire basket and
fold down all burlap from top 1/3 of
rootball.

mound to form tree saucer.

mulch 4" depth with shredded hardwood
bark. mulch shall be neutral in color. leave
3" circle of bare soil at base of tree trunk.

tree wrap- secure with biodegradable
material at top and bottom. remove after
first winter.

use 3 hardwood stakes per tree. 2" x 2" x 8'
stakes. drive stakes into undisturbed soil
6"-8" outside of rootball to a depth of 18"
below tree pit. remove after one (1) year.
do not use wire or rope thru a hose.

stake trees - just below first branch using 2
- 3" wide belt-like nylon. connect from tree
to stake opposite. allow for some flexing of
the tree. remove after one (1) year.

tree planting detail
no scale

evergreen planting detail
no scale

planting mixture. amend soil per site
conditions and requirements of plants.

scarify subgrade.

remove all non-biodegradable materials
from the rootball. all burlap from top 1/3 of
rootball.

mound to form saucer around shrub.

mulch 3" depth with shredded hardwood
bark. mulch shall be neutral in color.

shrub planting detail
no scale
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Auburn Road

Rochester Hill,
Michigan

AUTO RITE
SALES

1923 E. AUBURN ROAD
ROCHESTER HILLS, MICHIGAN ,
48307

AUTO RITE, LLC
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landscape requirement

landscape buffer (type-d)

right-of-way  landscape

parking lot perimeter

total cost
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note:

Auto Rite
proposed

city notes:  Building

INSTALL FENCE AT 
GATE OPENING

CITY FILE #13-005.2




